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Abstract: Conventional sparse spike deconvolution algorithms that are based on the iterative
shrinkage-thresholding algorithm (ISTA) are widely used. The aim of this type of algorithm is to
obtain accurate seismic wavelets. When this is not fulfilled, the processing stops being optimum.
Using a recurrent neural network (RNN) as deep learning method and applying backpropagation to
ISTA, we have developed an RNN-like ISTA as an alternative sparse spike deconvolution algorithm.
The algorithm is tested with both synthetic and real seismic data. The algorithm first builds a training
dataset from existing well-logs seismic data and then extracts wavelets from those seismic data
for further processing. Based on the extracted wavelets, the new method uses ISTA to calculate
the reflection coefficients. Next, inspired by the backpropagation through time (BPTT) algorithm,
backward error correction is performed on the wavelets while using the errors between the calculated
reflection coefficients and the reflection coefficients corresponding to the training dataset. Finally,
after performing backward correction over multiple iterations, a set of acceptable seismic wavelets is
obtained, which is then used to deduce the sequence of reflection coefficients of the real data. The new
algorithm improves the accuracy of the deconvolution results by reducing the effect of wrong seismic
wavelets that are given by conventional ISTA. In this study, we account for the mechanism and the
derivation of the proposed algorithm, and verify its effectiveness through experimentation using
theoretical and real data.
Keywords: seismic wavelet; sparse spike deconvolution; ISTA; RNN; BPTT
1. Introduction
Sparse spike deconvolution is a common high-resolution processing method that aimed to seismic
data. In this method, reflection coefficients are first estimated from a band-limited seismogram,
and then a high-resolution seismogram is obtained based on the previously determined reflection
coefficients. There are a variety of sparse spike inversion algorithms, such as the greedy iterative
algorithm based on matching pursuit for sparse signal recovery [1,2] and the convex optimization
algorithm based on basis pursuit [3]. Algorithms that are based on basis pursuit have simple structures,
which are easy to perform with high computational efficiency, are the mainstream solution methods
at present. These algorithms require knowledge of the seismic wavelet in advance. However, this
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type of algorithm cannot accurately extract seismic wavelets from real seismic data, which restricts its
application as sparse spike deconvolution method.
In response to this problem, many studies have been carried out to date and two solutions have
been proposed. The first solution applies an overcomplete dictionary method [4] that extends the
wavelet dictionary to another one that contains components of multiple frequencies. The computational
efficiency of this method is proportional to the size of the wavelet dictionary, because the more complete
dictionaries tend to be larger. However, the accuracy of the results depends on the completeness of the
dictionary. Accordingly, if the wavelet dictionary is not complete, the results are not ideal. This means
that the overcomplete dictionary method relies on a compromise between computational efficiency
and accuracy or effectiveness, so that it essentially does not solve the problem. The second solution
uses the online dictionary learning method for sparse coding [5]. This method learns how to modify
seismic wavelets. Instead of directly using error backpropagation, this method uses error to alternate
between modification of the reflection coefficient and modification of the seismic wavelet. However,
the calculation error is large with this method.
In this study, we propose a sparse spike deconvolution algorithm based on a recurrent neural
network (RNN), like the iterative shrinkage-thresholding algorithm (ISTA). This algorithm uses error
backpropagation through time (BPTT) along with RNN to improve seismic wavelets and to solve the
issue of inaccurate wavelets. Next, we briefly explain the details of the method and then verify the
reliability of the algorithm through experimentation.
2. ISTA Algorithm




(‖y−Wx‖22 + λ‖x‖1) (1)
where y is the seismogram, W is the seismic wavelet, x is the reflection coefficient, and λ is the
regularization parameter, ‖.‖22 represents the square of Euclid Norm, ‖x‖1 stands for the sum of the
absolute values of the components of x. The iterative shrinkage-thresholding algorithm (ISTA), which
is used to solve composite functions of Equation (1), was proposed by Beck and Teboulle [6]. According
to the theory of ISTA, when ‖y−Wx‖22 satisfies the lipschitz continuous, we use the proximal gradient
method to approximate Equation (1), so that Equation (1) can be expressed as: argminx (‖x− pk‖
2
2 + λ‖x‖1)
pk = xk − 2L W
T(Wxk − y)
 (2)
Solving Equation (2) while using the iterative threshold method of linear programming, we have:
xk+1 = hθ(xk −
1
L
WT(Wxk − y)) (3)
where hθ is the soft threshold function, θ is the threshold, L is the Lipchitz constant, and xk+1 and xk
are the best reflection coefficients for the k + 1th and kth iterations, respectively. We set We = 1L W
T and
S = I − 1L W
TW in order to compare with the RNN neural network. Subsequently, Equation (3) can be
rewritten, as follows:
xk = hθ(Wey + Sxk−1) (4)
According to the Equation (4) and Figure 1, the ISTA algorithm has the following three points to
be noted: (1) we need to determine the Lipschitz constant. In this paper, we use the maximum value of
the eigenvalues of the matrix WTW as the value of L; (2) it is necessary to determine the threshold θ in
the soft threshold function, in this paper the threshold is θ = λL ; and, (3) in the ISTA algorithm, each
iteration involves parameter We; therefore, the results of ISTA are affected by We, by the above, We is
related to the seismic wavelet, thus the results of ISTA algorithm are directly limited by the accuracy of
Energies 2020, 13, 3074 3 of 13
the seismic wavelets. However, in practice, it is difficult to accurately determine the seismic wavelets,
which restricts the use of traditional ISTA algorithm in deconvolution.
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3. RNN-Like ISTA Algorithm
Inaccurate seismic wavelet will affect the solution of ISTA algorithm, according to the discussion
above. In order to solve this question, in this section, we propose an RNN-like ISTA algorithm that
combine the back propagation in RNN and ISTA algorithm.
RNN is a kind of neural network used to process time series data. In the BP neural network, neural
network includes input layer, hidden layer, and output layer. Each layer is connected by the weight
function, and the activation function controls the output of the neural network. Traditional neural
networks only establish weight function between layers, while the biggest difference between RNN
and traditional neural networks is that weight connections are also established in each neurons. [7–9].
Figure 2 is the schematic diagram of RNN. In Figure 2, the parameter U represents the weight of
the error correction function along the layer, W represents the weight of the error correction function
along the time, and parameter V represents the activation function. On the one hand, from the looping
style arrow next to the left N in Figure 2, it can be seen that the looping of RNN is reflected in the hidden
layer, on the other hand, from the structure expanded on the right, in the RNN, not only are layers
connected by weights, but hidden layers of each neuron are also connected by weights; thus, hidden
layers of different neurons are interrelated. The RNN includes two main steps: forward calculation
and error backpropagation. The RNN-like ISTA algorithm proposed in this paper also includes two








Figure 2. Basic structure and operating scheme of a recurrent neural network (RNN). 
3.1. Forward Calculation 
The forward calculation of RNN can be expressed, as above (Figure 2): 
1 1 1( )t t tO V Ux WN− − −= +  (5) 
By comparing Equation (4) with Equation (5), we know that the parameter y in Equation (4) is 
equivalent to the input 1tx −  in Equation (5), parameter S  is equivalent to weights W  in the 
hidden layer, 1kx −  is equivalent to the hidden layer parameter 1tN − , and hθ  is equivalent to the 
activation function V. Accordingly, we can make each iteration in an ISTA algorithm as a time layer 
in RNN, and make each input variable in ISTA algorithm as a neuron, and make the soft threshold 
function as the activation function. Therefore, the iterative process of ISTA algorithm can be regarded 
as the RNN. According to Figure 2, we can obtain the iterative calculation process of ISTA algorithm, 
as shown in Figure3, in the iterative calculation process of the ISTA algorithm, since the matrix S 
participates in each iteration, so its role is similar to the recurrent parameter in the RNN. According 
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Figure 2. Basic structure and operating scheme of a recu rent neural network (RNN).
3.1. Forward Calculation
The forward calculation of RNN can be expressed, as above (Figure 2):
t−1 V(Uxt−1 + WNt−1) (5)
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By comparing Equation (4) with Equation (5), we know that the parameter y in Equation (4) is
equivalent to the input xt−1 in Equation (5), parameter S is equivalent to weights W in the hidden layer,
xk−1 is equivalent to the hidden layer parameter Nt−1, and hθ is equivalent to the activation function V.
Accordingly, we can make each iteration in an ISTA algorithm as a time layer in RNN, and make each
input variable in ISTA algorithm as a neuron, and make the soft threshold function as the activation
function. Therefore, the iterative process of ISTA algorithm can be regarded as the RNN. According to
Figure 2, we can obtain the iterative calculation process of ISTA algorithm, as shown in Figure 3, in the
iterative calculation process of the ISTA algorithm, since the matrix S participates in each iteration, so
its role is similar to the recurrent parameter in the RNN. According to Figure 3, we can get the forward
calculation flow chart of RNN-like ISTA algorithm, as shown in Figure 4.
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The forward calculation of RNN can be expressed, as above (Figure 2): 
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By comparing Equation (4) with Equation (5), we know that the parameter y in Equation (4) is 
equivalent to the input 1tx −  in Equation (5), parameter S  is equivalent to weights W  in the 
hidden layer, 1kx −  is equivalent to the hidden layer parameter 1tN − , and θ  is equivalent to the 
activation function V. Accordingly, we can ake each iteration in an ISTA algorithm as a time layer 
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function as the activation function. Therefore, the iterative process of ISTA algorithm can be regarded 
as the RNN. According to Figure 2, we can obtain the iterative calculation process of ISTA algorithm, 
as shown in Figure3, in the iterative calculation process of the ISTA algorithm, since the matrix S 
participates in each iteration, so its role is similar to the recurrent parameter in the RNN. According 
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3.2. Error Backpropagation
In this paper, we use the idea of RNN error backpropagation and modify the seismic wavelet
through the method of error backpropagation; finally, we can get the seismic wavelet with the
characteristics of seismic data. The error backpropagation of RNN usually use BPTT algorithm and
the process of BPTT includes three steps: (1) forward calculation of the output value of each neuron;
(2) combined with the expected output, calculate the error value of each neuron, and feed the error
along the direction of each neuron layer and the time direction of each neuron to each parameter in the
calculation process; and, (3) combined with errors, the method of gradient descent is used to modify
parameters [10,11].
The red arrow in Figure 2 is the error feedback process, as can be seen from Figure 2, in the process
of error feedback, we need to solve to get the error parameters δlt. We can obtain the equation of RNN
error feedback along the direction of the layer, according to the BPTT algorithm. By using this equation,
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where netl−1t represents the neuron weighted input in layer l-1 at time t.
We can obtain the error vale at any time of any layer in RNN neural network, and then we need to
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method, according to Equations (6) and (7). For the time direction, we just need to know the error δt at
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Finally, parameter W and U can be updated using Equations (8)–(11) combined with the gradient
descent method.
Regarding the BPTT algorithm and considering equation (6) and the operating scheme of RNN-like
ISTA (Figure 3), the flowchart of the backward error correction of the improved ISTA is shown in
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Where xr is the expected output, δ is the error, B = Wey, ck = B + Sxk, and sign is the symbolic
function. It must be taken into account that the errors in various layers must be first solved step-by-step
through a certain nu ber of i eratio s. Subsequently, th sum of them i c lculated o obtain initial
input errors δBδθ, and δWe. Lastly, these three parameters, which are associated with seismic w v le s,
are updated using the descent gradie t. By combining the forward and backward algorithms, he
parameters associated with seismic wavelets can be corrected in successive iterations based on the
training dataset. In this way, the most suitable parameters for seismic data can be obtained, which is
beneficial for the calculation of deconvolution later on.
4. Theoretical Model Experiment
In order to verify the ffectiveness of the proposed algorithm, theoretical model experiments are
carried out in this Section. Firstly, we synthesized a noise-free single seismic record (Figure 6c), which
was constructed by convolution of zero-phase Ricker wavelet with frequency of 30 Hz, 40 Hz, 50 Hz,
and 60 Hz (Figure 6a) and reflection coefficient (Figure 6b). The trial channel contains 512 sampling
points and eight reflection spikes.
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The RNN-like ISTA was used to deconvolution the data in Figure 6c below. Firstly, we need to
generate training data, we randomly generate a series of reflection coefficients, and then convolute the
reflection coefficients with different frequencies of seismic wavelets (Figure 7a), and finally obtain a
series of synthetic seismograms (Figure 7b).
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The initial input wavelet matrix was set as zero-phase Ricker wavelets at 40 Hz using these data.
Combining the forward and backward algorithms mentioned above, the data deconvolution was then
performed while using the training seismic wavelets. Figure 8 shows the comparison of this result
with that obtained by deconvolution via conventional ISTA using 40 Hz Ricker wavelets. As can be
seen, the result of the deconvolution performed with the method proposed in this study is much better
than the result provided by conventional ISTA. The position and amplitude of reflection coefficient
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obtained by RNN algorithm are more in line with the expectation. For example, near the 100th sample
point, the number of ISTA algorithm inversion results is far more than the actual number of reflection
coefficients. This will cause many errors in the actual inversion work. This demonstrates that the
improved method reduces the inaccuracy of the deconvolution results that are usually obtained due to
inaccurate initial inputs.
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Through the t o nu erical experi ents that ere carried out, it can be seen that the ethod
proposed in this study, unlike conventional IST , besides significantly reducing the inaccuracy of
deconvolution results due to inaccurate avelet inputs, also offers better noise tolerance. The R
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of information that does not exist, which will cause wrong interpretation. At the same time, there
is little difference between the RNN inversion result and the expected output, which shows a good
inversion effect. Additionally, the convergence rate curves in Figure 11. The result provided by the
new algorithm is better than that given by the standard ISTA.
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5. Real Data Processing
In this paper, seismic data of Yanmuxi in Thuha Basin are selected to test the applicability of
the algorithm. Figure 12 shows the selected data corresponding to line 299, within the time interval
of 1900 to 2400 ms. The resolution of these data is relatively low, which greatly hinders accurate
seismic interpretation.
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We use traditional ISTA algorithm and RNN-like ISTA deconvolution algorithm to process the
seismic data with high resolution in order to improve the resolution of seismic data. We first need to
generate the training data set, as mentioned above. We randomly generate 500 reflection coefficients,
according to the rule of Gauss distribution. Subsequently, we generate a series of seismic wavelets
with different frequencies and different phases. Finally, the training data set can be obtained by
convoluting these seismic wavelets with reflection coefficients separately. Through training, we can
get the RNN-like ISTA network related to seismic wavelet. Subsequently, we use this network to
deconvolute Figure 12. Figure 13 shows the processing results. This figure shows that, after processing
the seismic data by conventional ISTA and RNN-like ISTA, the number of data alignments in both
seismic sections clearly increased when compared to the original data, which proves that the two
algorithms provide higher resolution seismic data.
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(b) the algorithm proposed in this study.
However, zoomed views of the same portion of the previous sections (Figure 14) allow for better
appreciating the location of the seismic reflectors delineated by the two algorithms tested here. It can
be seen that, when error backpropagation is applied (Figure 14c), the improved algorithm provides
Energies 2020, 13, 3074 11 of 13
clearer seismic wavelets and, therefore, better structural details than the conventional algorithm
(Figure 14b). The zones outlined by rectangles allow appreciating the gain in the definition of some
markers. Analogously, the comparison of time slices at 2000 ms also demonstrates that the algorithm
proposed in this study increases the resolution in the entire working area (Figure 15). Therefore, ISTA
type RNN provides more suitable seismic information for a successful interpretation of the available
real data.
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6. Conclusions
We propose a sparse spike deconvolution algorithm that is based on an RNN-like ISTA. It is
possible to obtain an alternative procedure that is similar to the RNN deep learning method by
transforming the objective function of conventional ISTA. By applying the BPTT algorithm of an
Energies 2020, 13, 3074 13 of 13
RNN, the backward correction of the involved method parameters during the iteration process can be
performed. After multiple backward corrections, reasonable seismic wavelets were obtained, which
were difficult to accurately determine. The use of the improved wavelet matrix to perform deconvolution
allows for obtaining high resolution results. The analyses carried out with synthetic and real data
demonstrate that the algorithm proposed in this study is able to increase the resolution of seismic data
and that the processing efficiency of this algorithm is better than that of the conventional algorithm.
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